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Ceramic Coat
Ceramic Coat is engineered using our proprietary Advanced Ceramic Technology (ACT) 
to produce one of the finest paint finishes on the market.  Utilizing a 100% acrylic 
resin and ceramic microspheres, we’ve created the ultimate in coating performance. 
Ceramic Coat’s tough durable film has superior stain resistance that fights off hard 
wear and tear from fingers prints, soil, grease, and tough everyday living. Our ACT 
finishes simply outperform the leading national competitors.

Ceramic Coat finishes create an elegant appearance that wears like iron. It’s robust 
formulation helps resist spatter, levels beautifully and has excellent hide. The 
exceptional durability of the 100% acrylic resin is ideal for busy households, high 
traffic commercial offices and hospitality/event centers, as well as, hallways, baths, 
kitchens, and classrooms. 
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FEATURES
•	 Advanced Ceramic Technology
•	 Silky Application

•	 Superior Coverage
•	 Exceptional Durability

BENEFITS
Exceptional Durability
ACT technology provides a premium 
washable surface that repels stains 
extending the life of the finish.

Silky Application
The silky, buttery application allows paint 
to glide off the brush and roller during 
application.  This easy-to-apply finish 
produces a truly elegant appearance.

Faster Custom Colors
Designed for application and coverage, 
the high-hiding nature allows for faster 
color changes and return to use. 

PRIMER RECOMMENDATIONS
New Work
Drywall: High Hide Primer/Sealer, 4190.
Plaster/Masonry: 50 Block-It Acrylic Primer 
Sealer.
Wood: 50 Block-It Acrylic Primer Sealer.
Galvanized Surfaces: ProPrime Bonding 
Primer, #2090.
Steel Surfaces: 2090 Bonding Primer.
Block: 529-11 Block Filler.
Repaint: Self-Priming with appropriate 
surface preparation.

APPLICATION INFORMATION
Drying Time at 77° F 50% R.H:  
To Touch: 30 minutes* Recoat: 4 hours*
* Cooler temperatures and higher relative 
   humidity will extend dry times
Recommended Spreading Rate:
400  sq. ft./Gal to achieve 
3.5 - 5.0 mils WFT; 1.3 - 1.5 mils DFT
Solids Content:
Volume: 36% ± 2  Weight: 53% ± 2

EQUIPMENT RECOMMENDATIONS
Airless: Minimum .50 GPM, 2600 PSI, 
.015-.017” tip.
HVLP: Twin-stage turbine, 5-8 PSI, .051-
.070 projector set.
Roller: ¼” - ¾” nap shed-resistant cover.
Brush: 100% nylon or synthetic 
blend.

SAFETY AND COMPLIANCE
VOC Content:
< 100  g/L      0.83  lbs./Gal

EXCEPTIONAL COVERAGE

TECHNICAL INFORMATION BASES: Matte - 1400 Series • Eggshell - 1600 Series • Satin - 1500 Series


